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Installation procedure of the program “VMC Configurator Beta 0.088” on WINDOWS 10 

Following the link for the download of the program “VMC Configurator Beta 0.088”: 

http://ricambi.fas.it/firmware/login.aspx?ReturnUrl=%2ffirmware%2flista.aspx 

 

 

 

 

 

 

 

 

 

 

 

Cod. 855440  KIT FLASH KEY + KEY PROGRAMMER (USB) 

 

 

 

 

 

 

1) Connect the KEY PROGRAMMER USB to the PC.  

2) Select Windows logo in the bottom left corner and click on  "Settings” (arrow 1 and 2 below) 
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3) Choose “Apdate & security” 

 

4) Click on “Recovery” 
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5) Click on “Restart now” 

 
 

6) Click on “Troubleshoot” 

 

 

 

 

 

 

 

 

 

7) Click on “Advanced options” 
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8) Click on “Startup settings” 

 

 

 

 

 

  

9) Click on “Reboot” button 

 
 

10) “Disable driver signature enforcement” – Press the number button 7 or the button F7 on the keyboard 
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11) After the PC rebooting, proceed with the installation of the program "VMC Configuator Beta 0.088"  

ATTENTION : keep the USB programmer connected to the PC during software installation. 

Click with the right button of the mouse on the file “configurator_setup.exe” (arrow 1 below) and click on 

“Run as administrator” (arrow 2 below) 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

12) Proceed with the installation of the program and if during drivers installation will appear the following 

window, click on “Install the software of the driver” and go on. 

 

 
 

 

Once installation is finished, close the program “Configurator”, disconnect from the PC the KEY 

PROGRAMMER USB and after some seconds connect it again. 

On the black box of the USB PROGRAMMER USB the green light must be on. 
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13) Procedure for checking if the drivers of the KEY PROGRAMMER USB are correctly installed: 

Open the  “Computer management” by writing  "Computer management" in the field of arrow below: 

 

 
 

 

14) Verify the presence of the driver “Fas key programmer” 
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15) Open the program “Configurator” as administrator  

 

In order to insert a firmware in the Flash Key click on  “Select file” and select the desired firmware file, and 

enable all the three checkbox  : Boot sector – New model – Verify key write.  

Then click on Program. Once finish the updates and the verify, remove the key from the computer. 

 

 

  

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

Turn off othe machine and insert the flash key in the correct port of the board, then turn on.  

On the display will appear “program on” and once finish the udpate will appears “program end”.  

After that remove the flash key and the message “clearmemory” will appears on the display. 

Then press the PB1 button in the middle of the main board and the machine will be ready to use showing at 

the display the message “Open door”. 


